
Hanging Log Steps Traverse: CP - HLS

Dimensions: 
Age Range:
Play Type: 
Free Fall Height:
Free Space Required: 

L: 3.00m W: 0.60m H: 2.27m
5+ years
Active
0.52m
L: 6.00m W: 3.24m  

Product Speci� cation: 

Safety Surfacing Area: 
Assembly: 
Mass of Heaviest Part:
Dimensions of Largest Part: 
Conformity to EN1176:

17.6m²
Installation Required
kg
L: 3.00m W: 0.14m
Yes

Caledonia Play
Old Mill
South Street
Milnathort, Kinross
Scotland KY13 9XB

T: 01577 840570
E: info@caledoniaplay.com
W: www.caledoniaplay.com
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Four small logs are suspended between the two uprights and can swing from side to side, 
providing a real challenge for traversing with only the ropes holding the steps to hold on to. 
All components used are of high quality: the timber is pressure treated European Pine and 
the ropes are steel-cored multi-strand nylon designed speci� cally for the playground and 
leisure industry.
Bitumen sleeves are � tted at the ground line section of all timber posts extended and 
concreted into the ground. These keep the cause of ground rot out and the preservative in, 
ensuring that the piece of equipment will last for many years.
The unit is 3.0m long and 2.2m high. It can also be included in a back-to-back agility trail 
or as one of the four activities in the Agility Cube. A safety surface is recommended for this 
product.
Timber is a renewable resource, recyclable and biodegradable, and only 
timbers from sustainably managed sources are used.

Plan View

Speci� cations:

3 x pressure treated, quarter sawn, machine rounded, wax 
impregnated 14cm diameter timber poles

4 x Log Steps

Steel cored multi-strand nylon ropes

Stainless steel � xtures and � ttings
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